
Haul



Cilindro en acero extrusionado. 
Acabados en lacado blanco mate (RAL 
9016) y lacado negro mate (RAL 9005). 
Alma interior, con función de disipador 
del calor y fijación del Led DOB, 

inyectada en aluminio. Reflector 
en policarbonato inyectado con 
acabado en aluminio alto vacío. 
Interruptor integrado en la base de 
fijación a la pared.

Haul, la distancia de la luz

HAUL 40 AC SF W.

 40 x 85 mm | H. 91 mm
1 x DOB LED 5W
500 lumens | 2.700K
| CRI 90
3-step MacAdam
PF. 0,95
Dimable
Clase I: Aislamiento básico

Acabados 

6803

6804

Lacado blanco (RAL 9016)

Lacado negro mate  
(RAL 9005)

Catálogo

Haul

Ficheros 3D

6803/6804

DESCARGAS

Instrucciones de montaje

6803/6804

Ficheros 3D Max

6803/6804

40 mm

Curva fotométrica

6803/6804

Índices de eficiencia económica

6803/6804

79 mm

85 mm 49 mm

https://www.milan-iluminacion.com/documents/products/haul-milan-news20192020mpdf-4814992.pdf
https://www.milan-iluminacion.com/documents/products/6803-6804-haul-assembly-instructionspdf-9413994.pdf
https://www.milan-iluminacion.com/documents/products/6787-2-haul-5-wldt-5956981.LDT
https://www.milan-iluminacion.com/documents/products/68033ds-3045788.3DS
https://www.milan-iluminacion.com/documents/products/6804ne3ds-4424372.3DS
https://www.milan-iluminacion.com/documents/products/6803max-4710143.max
https://www.milan-iluminacion.com/documents/products/6804nemax-4421990.max
https://www.milan-iluminacion.com/documents/products/mln6803espdf-6882863.pdf
https://www.milan-iluminacion.com/documents/products/mln6804espdf-9957297.pdf


HAUL 55 AC T1P.

 55 x 100 mm | H. 183 mm
1 x DOB LED 7W
665 lumens | 2.700K
CRI 90 | 3-step MacAdam
PF. 0,95 | Dimable
Clase I: Aislamiento básico
 

1 x GU10 Lámpara
Led 8W  50mm 
Code 2123 | CRI 90
700 lumens | 2.700K 
Dimable
Clase I: Aislamiento básico

Cilindro en acero extrusionado. Acabados en lacado blanco 
mate (RAL 9016) y lacado negro mate (RAL 9005). Alma 
interior, con función de disipador del calor y fijación del 
Led DOB, inyectada en aluminio. Reflector en policarbonato 
inyectado con acabado en aluminio alto vacío.

Base dónde se aloja el eje para el movimiento, en aluminio 
inyectado. Base y sotabase para fijación a pared ó techo, 
inyectados en zamak. Acabados en lacado blanco mate (RAL 
9016) y lacado negro mate (RAL 9005). Interruptor integrado 
en la base de fijación a la pared.

HAUL 40 AC MF W.

 40 x 100 mm | H. 117 mm
1 x DOB LED 5W
500 lumens | 2.700K
| CRI 90
3-step MacAdam
PF. 0,95
Dimable
Clase I: Aislamiento básico

Acabados 

6805

6806

Lacado blanco (RAL 9016)

Lacado negro mate  
(RAL 9005)

Catálogo

Haul

Ficheros 3D

6805/6806 
6859/6860 
6839/6840

DESCARGAS

Instrucciones de montaje

6805/6806 
6859/6860 
6839/6840

Ficheros 3D Max

6805/6806 
6859/6860 
6839/6840

Curva fotométrica

6805/6806 
6859/6860 
6839/6840

Índices de eficiencia económica

6805/6806 
6859/6860 
6839/6840

78 mm

100 mm

40 mm

65 mm

Acabados 

6859

6860 

Lacado blanco (RAL 9016)

Lacado negro mate  
(RAL 9005)

100 mm

100 mm

55 mm
65 mm

83 mm

Acabados 

6839

6840 

Lacado blanco (RAL 9016)

Lacado negro mate  
(RAL 9005)

https://www.milan-iluminacion.com/documents/products/haul-milan-news20192020mpdf-5811386.pdf
https://www.milan-iluminacion.com/documents/products/6805-6806-haul-assembly-instructionspdf-2889559.pdf
https://www.milan-iluminacion.com/documents/products/6787-2-haul-5-wldt-9495245.LDT
https://www.milan-iluminacion.com/documents/products/mln6805espdf-3708419.pdf
https://www.milan-iluminacion.com/documents/products/mln6806espdf-8873676.pdf
https://www.milan-iluminacion.com/documents/products/6839-6840-haul-assembly-instructionspdf-8119683.pdf
https://www.milan-iluminacion.com/documents/products/6859-6860-haul-assembly-instructionspdf-3236594.pdf
https://www.milan-iluminacion.com/documents/products/6857-haul-1-x-7w-ldt-882377.LDT
https://www.milan-iluminacion.com/documents/products/6839bl3ds-8102095.3DS
https://www.milan-iluminacion.com/documents/products/6839blmax-2025245.max
https://www.milan-iluminacion.com/documents/products/6840ne3ds-4924284.3DS
https://www.milan-iluminacion.com/documents/products/6840nemax-8214404.max
https://www.milan-iluminacion.com/documents/products/6859bl3ds-7612402.3DS
https://www.milan-iluminacion.com/documents/products/6859blmax-721076.max
https://www.milan-iluminacion.com/documents/products/6860ne3ds-1666696.3DS
https://www.milan-iluminacion.com/documents/products/6860nemax-4230219.max
https://www.milan-iluminacion.com/documents/products/mln6839espdf-1504139.pdf
https://www.milan-iluminacion.com/documents/products/mln6840espdf-7563509.pdf
https://www.milan-iluminacion.com/documents/products/mln6859espdf-5186125.pdf
https://www.milan-iluminacion.com/documents/products/mln6860espdf-753758.pdf
https://www.dropbox.com/sh/k7yonpjaxcki48n/AAD7dxZES1xzcf6DcoaFsJqPa/6805/6805.3DS?dl=0
https://www.dropbox.com/sh/k7yonpjaxcki48n/AAADsK6O_HwbU4np6e9-IZ_Ba/6805/6805.max?dl=0
https://www.dropbox.com/sh/k7yonpjaxcki48n/AADT2mmNLr5Dw55Eiw9b0CWGa/6806/6806_NE.3DS?dl=0
https://www.dropbox.com/sh/k7yonpjaxcki48n/AAANFK00_-yArRTMufSZBncua/6806/6806_NE.max?dl=0


Cilindro en acero extrusionado. Acabados en lacado blanco 
mate (RAL 9016) y lacado negro mate (RAL 9005). Alma 
interior, con función de disipador del calor y fijación del 
Led DOB, inyectada en aluminio. Reflector en policarbonato 

inyectado con acabado en aluminio alto vacío. Acabados en 
lacado blanco mate  RAL 9016) y lacado negro mate (RAL 
9005). Base para fijación en cabezal de cama.

HAUL 40 AC SF W.

 40 x 70 mm | H. 97 mm
1 x DOB LED 5W
500 lumens | 2.700K
| CRI 90
3-step MacAdam
PF. 0,95
Dimable
Clase I: Aislamiento básico

Acabados 

6813

6814

Lacado blanco (RAL 9016)

Lacado negro mate  
(RAL 9005)

Catálogo

Haul

Ficheros 3D

6813/6814

DESCARGAS

Instrucciones de montaje

6813/6814

Ficheros 3D Max

6813/6814

Curva fotométrica

6813/6814

Índices de eficiencia económica

6813/6814

73 mm
70 mm

40 mm

24 mm

https://www.milan-iluminacion.com/documents/products/haul-milan-news20192020mpdf-9273198.pdf
https://www.milan-iluminacion.com/documents/products/6787-2-haul-5-wldt-3689465.LDT
https://www.milan-iluminacion.com/documents/products/68133ds-4644864.3DS
https://www.milan-iluminacion.com/documents/products/6813max-5660104.max
https://www.milan-iluminacion.com/documents/products/6814ne3ds-2519647.3DS
https://www.milan-iluminacion.com/documents/products/6814nemax-8706330.max
https://www.milan-iluminacion.com/documents/products/mln6813espdf-9674955.pdf
https://www.milan-iluminacion.com/documents/products/mln6814espdf-2490790.pdf
https://www.milan-iluminacion.com/documents/products/6561-holespdf-945118.pdf



