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LAND el tacto de  
la tradición

LAND THE TOUCH  
OF TRADITION
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La textura de la arcilla, nos lleva a 
recorrer este viaje por la tierra que  
nos ofrece Land, una serie que nos 
transporta a ese contacto con la 
naturaleza, con los minerales y a  
su vez con el mediterráneo. Su forma 
nos transporta al mundo de la escultura, 
dotándola de un carácter artístico.  
La colección se compone de un 
sobremesa, un aplique y un plafón, en 
tres colores que te permiten usarla sola, 
o en combinación tanto en espacios de 
habitat como de contract ya que es tan 
versátil que puede adaptarse a distintos 
rincones y espacios.

DISEÑO JORDI PLA
Formado entre Barcelona y Suiza, 
este diseñador siempre trata de 
encontrar una razón que justifique 
cada una de sus creaciones.  
La diversidad es su gran inspiración 
y formular conexiones que 
aparentemente no tienen nada  
que ver, es su forma de entender  
la creatividad.

REF. 7003

DISEÑO – DESIGN. JORDI PLA
VARIANTES – VARIATIONS. VISÓN ACRÍLICO – ACRYLIC MINK (NCS S2005-Y10R) 

GRIS MARENGO ACRÍLICO – ACRYLIC ANTHRACITE GREY (RAL 7016) 
TERRACOTA ACRÍLICO – ACRYLIX TERRACOTTA (NCS S-3040-Y40R)

COVER PHOTO – 
FOTO DE CUBIERTA
REF. 7003
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LAND LANDREF. 7001 REF. 7002
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LANDREF. 6996
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LANDREF. 6997
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REF. 7000

LAND LANDREF. 6998

8

The texture of the clay leads us  
on a journey through the earth that 
offers us Land, a series that brings  
us into contact with nature, minerals, 
and also the Mediterranean. Its shape 
transports us to a world of sculpture, 
giving it an artistic character. The 
collection is made up of a desktop 
lamp, a wall light and a ceiling light,  
in three colours that allow you to  
use it alone or in combination in both 
residential and hospitality spaces, as 
it's so versatile that it can be adapted 
to different corners and spaces.

DESIGN BY JORDI PLA
Trained in Barcelona and Switzerland, 
this designer always tries to find 
a reason to justify each of his 
creations. His great inspiration is 
diversity and forming connections 
where there seem to be none; this is 
his way of understanding creativity.
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LAND

REF. 7003

LAND

Código / Code Acabados / Finishes

6995 

6996 

6997 

Lacado visón
Mink lacquering (NCS S 2005-Y10R)

Lacado gris marengo
Anthracite grey lacquer (RAL 7016)
 
Lacado terracota
Terracotta lacquering (NCS S-3040-Y40R)

Land W.

ESP. Pantallas difusoras de 10 y 14 cm de diámetro, en vidrio soplado opal brillo. 
Soporte del vidrio que le une a la base en policarbonato inyectado, acabado en blanco. 
Fijación mediante sistema de roscado. Bases en cerámica con acabado en pintura 
acrílica. Sistema de fijación a pared mediante imanes de neodimio en la sotabase.

ENG. 10 and 14 cm diameter diffuser shades, in glossy opal blown glass. Glass support 
that joins it to the base in injected polycarbonate, finished in white. Fixing by threading 
system. Ceramic bases with acrylic paint finish. Wall fixing system using neodymium 
magnets on the base.

236 mm x 260 mm

2 x G9 Lámpara /  
G9 Bulb retrofit

led 4,8 W Cod. 2024
600 lumen | 2.700K | CRI 80
No Dimable / Not Dimmable

led 4 W Cod. 2015
480 lumen | 2.700K | CRI 80
Dimable / Dimmable

Clase I: Aislamiento básico
Class I: Basic insulation
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236 mm

160 mm

Datos técnicos / Technical data

6998 

6999 

7000 

Lacado visón
Mink lacquering (NCS S 2005-Y10R)

Lacado gris marengo
Anthracite grey lacquer (RAL 7016)
 
Lacado terracota
Terracotta lacquering (NCS S-3040-Y40R)

Código / Code Acabados / FinishesLand C.

ESP. Pantallas difusoras de 10 y 14 cm de diámetro, en vidrio soplado opal brillo. 
Soporte del vidrio que le une a la base en policarbonato inyectado, acabado en blanco. 
Fijación mediante sistema de roscado. Bases en cerámica con acabado en pintura 
acrílica. Sistema de fijación a techo mediante imanes de neodimio en la sotabase.

ENG. 10 and 14 cm diameter diffuser shades, in glossy opal blown glass. Glass support 
that joins it to the base in injected polycarbonate, finished in white. Fixing by threading 
system. Ceramic bases with acrylic paint finish. Ceiling fixing system using neodymium 
magnets on the base.

236 mm x 174 mm

2 x G9 Lámpara /  
G9 Bulb retrofit

led 4,8 W Cod.2024
600 lumen | 2.700K | CRI 80
No Dimable / Not Dimmable

led 4 W Cod.2015
480 lumen | 2.700K | CRI 80
Dimable / Dimmable

Clase I: Aislamiento básico
Class I: Basic insulation
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Ø97 mm

236 mm

Datos técnicos / Technical data Código / Code Acabados / Finishes

7001 

7002 

7003 

Lacado visón
Mink lacquering (NCS S 2005-Y10R)

Lacado gris marengo
Anthracite grey lacquer (RAL 7016)
 
Lacado terracota
Terracotta lacquering (NCS S-3040-Y40R)

Land T.

ESP. Pantallas difusoras de 10 y 14 cm de diámetro, en vidrio soplado opal brillo. 
Soporte del vidrio que le une a la base en policarbonato inyectado, acabado en blanco. 
Fijación mediante sistema de roscado. Bases en cerámica con acabado en pintura 
acrílica. Dimmer aéreo incorporado en el cableado. Distancie del dimmer a la base de 
la luminaria 25 cm. Distancia del dimmer al enchufe, 155 cm. Longitud total del cable 
2 metros.

ENG. 10 and 14 cm diameter diffuser shades, in glossy opal blown glass. Glass support 
that joins it to the base in injected polycarbonate, finished in white. Fixing by threading 
system. Ceramic bases with acrylic paint finish. Aerial dimmer incorporated in the wiring. 
Distance from the dimmer to the base of the luminaire 25 cm. Distance from the dimmer 
to the plug, 155 cm. Total cable length 2 meters.

236 mm | H. 427 mm

2 x G9 Lámpara /  
G9 Bulb retrofit

led 4 W Cod.2015
480 lumen | 2.700K | CRI 80
Dimable / Dimmable

Clase I: Aislamiento básico
Class I: Basic insulation42
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Datos técnicos / Technical data
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Arquímedes, 24
08097 Hospitalet de Llobregat
Barcelona / Spain
T. +34 93 336 99 66
F. +34 93 336 99 60
milan–iluminacion.com
@milanlighting

Dirección de arte y diseño | Art direction & design: P.A.R
Fotografía | Photography: Enric Badrinas, Alvaro Picca
Textos | Texts: P.A.R
Renders | Renders: Alga Studio
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