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Third

Sobriedad en 
suspensión

Third divide su cuerpo 
estructural en tres partes 
iguales, dos de las cuales 
conforman el cabezal 
estampado en acero lacado
y la tercera parte es una 
pantalla difusora tallada en 
fresno. La distribución de 
la luz de esta lámpara de 
suspensión es focalizada y 
genera un halo de luz sutil. 
Igual que el cabezal, su base 
de fijación al techo también
es de acero lacado negro mate.
La sobriedad con la que se 
deja caer en los espacios y la 
tensión que genera la asimetría 
del juego de sus materiales, la 
hacen muy atractiva para los 
arquitectos e interioristas.
Más información en pág. 89

Diseño / Design: Jordi Jané   Variantes: Lacado negro mate, madera de fresno
Variations: Matt black lacquering (RAL 9005), Ash wood
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REF: 6817

Third



Sobriety in 
suspension
The body structure of Third is 
divided into three equal parts, 
two of which make up the head 
stamped in lacquered steel 
and the third part is a diffusing 
shade carved in ash. The light 
distribution of this pendant 
lamp is focused and generates 
a halo of subtle light. Like the 
head, the base fixed to the 
ceiling is also made of matte 
black lacquered steel. The 
sobriety with which it hangs 
in spaces and the conflicting 
asymmetry of its combination 
of materials make it very 
attractive for architects and 
interior designers.
More info at page 89
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