
Haul



Cilindro en acero extrusionado. 
Acabados en lacado blanco mate (RAL 
9016) y lacado negro mate (RAL 9005). 
Alma interior, con función de disipador 

del calor y fijación del Led DOB, 
inyectada en aluminio. Reflector en 
policarbonato inyectado con acabado 
en aluminio alto vacío.

Haul, la distancia de la luz

HAUL 40 AC W.

 40 x 61 mm | H. 153 mm
2 x DOB LED 5W
500 lumens (x2) | 2.700K
| CRI 90
3-step MacAdam
PF. 0,95
Dimable
Clase I: Aislamiento básico

Acabados 

6785

6786

Lacado blanco (RAL 9016)

Lacado negro mate  
(RAL 9005)

Catálogo

Haul

Ficheros 3D

6785/6786

DESCARGAS

Instrucciones de montaje

6785/6786

Ficheros 3D Max

6785/6786

40 mm

Curva fotométrica

6785/6786

Índices de eficiencia económica

6785/6786

153 mm

61 mm

https://www.milan-iluminacion.com/documents/products/haul-milan-news20192020mpdf-3702890.pdf
https://www.milan-iluminacion.com/documents/products/6785-6786-haul-assembly-instructionspdf-1137528.pdf
https://www.milan-iluminacion.com/documents/products/6787-2-haul-5-wldt-7357900.LDT
https://www.milan-iluminacion.com/documents/products/67853ds-3593619.3DS
https://www.milan-iluminacion.com/documents/products/6785max-2090701.max
https://www.milan-iluminacion.com/documents/products/6786ne3ds-2561944.3DS
https://www.milan-iluminacion.com/documents/products/6786nemax-2771517.max
https://www.milan-iluminacion.com/documents/products/mln6786espdf-9554133.pdf
https://www.milan-iluminacion.com/documents/products/mln6785espdf-6954799.pdf



